NEPTUNE STRAINER
(OMIT W/PROTECTUS IIl)

NEPTUNE COMPOUND, HP PROTECTUS Il FM OR
TURBINE METER E—CODER) R900i WITH
STUBBY ANTENNA REGISTER IN CUBIC FEET.
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WATER MAIN

D.l. TEE, MJxFLG OR
TAPPING SLEEVE
(MUELLER: H615, H616
OR H619)

MUELLER NO.2360—16 GATE
VALVE MJxFLG, W/EVERDUR STEM
& SS 316 FASTENERS W/2" NUT
& NRS OPENING CCW.

ELEVATION

MUELLER A2360-16 GATE

VALVE 4 D.I. BYPASS
7 CLS 350
4” THK. CONCRETE TEE REQUIRED ;
SLAB (520—C-2500) FOR BYPASS 90" BEND A
OVER 6" CAB/CMB ONLY (TYP) RESTRAINED.
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METERS WITH TEST PORTS

2 - 1 1/2" BRASS NIPPLES
1 1/2" FIP BRASS 90° BEND
*1 1/2" FIP BALL VALVE W/LOCKWING

* D.I. SPOOL (TYP)
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TEE W/BLIND FLG. x 2" FIP W/2" 2

BRASS NIPPLE & 2" FIP BALL VALVE
*LOCKWING W/2" MIP PLUG

& MIP PLUG
NOTE:

1) Dil. PIPE SIZES BF, 810

2) IF BYPASS IS REQUIRED, IT SHALL BE 4” D.l. PIPE.

*2" BALL VALVE
W/LOCKWING

*1 1/2" BALL VALVE
W/LOCKWING

FORD B11-777WNL
JONES E-1900W

FORD B11-666WNL
JONES E-1900W

I
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3) ALL JOINTS FLANGED UNLESS OTHERWISE SHOWN. ALL FASTENERS SHALL BE 316 ST. STEEL

4) GATE VALVES SHALL HAVE EVERDUR STEMS, & NRS OPENING

ACCOMPANYING STD’S T700, T701, 7712, T713 AND T723.

CCW.
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